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1. SEE THE EROSION CONTROL PLANS AND/OR DRAINAGE PLANS FOR THIS CONTRACT FOR INFORMATION REGARDING

| 310 60-16 MADISON | 662 | 99
DRAINAGE PATTERNS, APPROXIVATE SLOPES ANTICIPATED BEFORE AND AFTER MAJOR GRADING ACTIVITIES,
THIS PLAN HAS BEEN PREPARED TO COMPLY WITH THE PROVISIONS OF THE NPDES PERMIT NUMBER ILRIO, ISSUED DRAINAGE PATTERNS, APPROXIMATE SLOPES ANTICIPATED BEFORE AND AFTER MAJOR GRADING ACTIVITIES, . ron o
BY THE ILLINOIS ENVIRONMENTAL PROTECTION AGENCY ON MAY 30, 2003 FOR STORM WATER DISCHARGES FROM
CONSTRUCTION SITE ACTIVITIES. THIS PLAN HAS ALSO BEEN PREPARED TO COMPLY WITH THE PROVISIONS OF o sATDRDL'i:cDT@F‘F;LERA%)NJ&@—CST%RUCITD%RFIcngnggﬁ\sT A e T S T T o ohere | FED. ROAD DIST. N0. 8 [ILLINOIS| FED. AID PROJECT
NP OE S HERMIT NUMBER ILR40 FOR DISCHARGES FROM SMALL MUNICIPAL SEPARATE STORM SEWER SYSTEMS IF STABILIZATION PRACTICES ARE EXPECTED TO OCCUR, SURFACE WATERS (INCLUDING WETLANDS) AND LOCATIONS T
. WHERE STORM WATER IS DISCHARGED TO SURFACE WATER INCLUDING WETLANDS. CT NO. 76311
NPDES PERMITS ASSOCIATED WITH THIS PROJECT:
®ILRIO
®ILRA0 PERMIT NO. 0493 4 THE FOLLOWING IS A LIST OF RECEIVING WATER(S) AND, THE ULTIMATE RECEIVING WATER(S), AND AERIAL
ENT OF WETLAND ACREAGE A E LOCATION OF THE RECEIVING WATERS CAN BE FOUND (c.) AS CONSTRUCTION PROCEEDS, THE CONTRACTOR SHALL INSTITUTE THE FOLLOWING AS DIRECTED BY THE ENGINEER:
D T T T A W PaCE A U M o T Srofar o Sl Lkl Fw
DIREC UPERV . . . PLACE T F .
DIRECTION OR SUPERVISION IN ACCORDANCE WITH A SYSTEM DESIGNED T0 ASSURE THAT QUALIFIED PERSONNEL 1. SOUTH BRANCH OF PIASA CREEK I PLACE TEMPORARY EROSION CONTROL FACILITIES AT LOCATIONS SHOWN ON THE PLANS,
PERSONS WHO MANAGE THE SYSTEM, OR THOSE PERSONS DIRECTLY RESPONSIBLE FOR GATHERING THE INFORMATION, 2. TRIBUTARY TO SOUTH BRANCH OF PIASA CREEK.
THE INFORMATION SUBMITTED IS, To THE BEST OF MY'KNOWLEDGE AND BELIEF, TRUE, ACCURATE AND COMPLETE. Il. TEMPORARILY SEED ERODIBLE BARE EARTH ON A WEEKLY BASIS TO MINIMIZE THE AMOUNT OF ERODIBLE SURFACE
I AM AWARE THAT THERE ARE SIGNIFICANT PENALTIES FOR SUBMITTING FALSE INFORMATION, INCLUDING THE AREA WITHIN THE CONTRACT LIMITS
POSSIBILITY OF FINE AND IMPRISONMENT FOR KNOWING VIOLATIONS. N

III. CONSTRUCT ROADSIDE DITCHES AND PROVIDE TEMPORARY EROSION CONTROL SYSTEMS.
K. THE FOLLOWING POLLUTANTS OF CONCERN WILL BE ASSOCIATED WITH THIS CONSTRUCTION PROJECT:

(CHECK ALL THAT APPI
E Lt Ly IV. TEMPORARILY DIVERT WATER AROUND PROPOSED CULVERT LOCATIONS.

MARY C. LAMIE B SOIL SEDIMENT @ PETROLEUM (GAS, DIESEL, OIL, KEROSENE, HYDRAULIC OIL / FLUIDS)
PRINT NAME SIGNATURE ® CONCRETE 8 ANTIFREEZE / COOLANTS
® CONCRETE TRUCK WASTE B WASTE WATER FROM CLEANING CONSTRUCTION EQUIPMENT V. BUILD NECESSARY EMBANKMENTS AT CULVERT LOCATIONS AND THEN EXCAVATE AND PLACE CULVERT.
DEPUTY DIRECTOR OF HIGHWAYS ® CONCRETE CURING COMPOUNDS O OTHER (SPECIFY)___
REGION FIVE ENGINEER /0,002 O SOLTD WASTE DEBRIS O OTHER (SPECTFY).
TITLE DATE B AN TS D OTHER (sPECIEN- IV. CONTINUE BUILDING UP THE EMBANKMENT TO THE PROPOSED GRADE WHILE AT THE SAME TIME PLACING PERMANENT
B NS s / PESTICIDES 0 OTHER (SPECE EROSION CONTROL SUCH AS RIPRAP DITCH LINING AND CONDUCTING FINAL SHAPING TO THE SLOPES.

1L _DEPT. OF TRANSPORTATION 1L CONTROLS (d.) EXCAVATED AREAS AND EMBANKMENT SHALL BE PERMAMENTLY SEEDED IMMEDIATELY AFTER FINAL GRADING. IF NOT,
AGENCY THEY SHALL BE TEMPORARILY SEEDED IF NO CONSTRUCTION ACTIVITY IN THE AREA IS PLANNED FOR 7 DAYS.

THIS SECTION OF THE PLAN ADDRESSES THE CONT\F}SLENI;HAT WILL BE IMPLEMENTED FOR EACH OF THE MAJOR

CONSTRUCTION ACTIVITIES DESCRIBED IN I.C. ABOVE AND FOR ALL USE AREAS. EB?:%ROVIngl‘Ir&g‘,—E/}:ED JsTe” (6 CONSTRUCTION EQUIPMENT SHALL BE STORED AND FUELED ONLY AT DESIGNATED LOCATIONS. ALL NECESSARY MEASURES
1 NSIBL N SHALL BE TAKEN TO CONTAIN ANY FUEL OF OTHER POLLUTANT IN ACCORDANCE WITH EPA WATER QUALITY REGULATIONS.
INDICATED.  THE CONTRACTOR SHALL PROVIDE TO THE RESIDENT ENGINEER A PLAN FOR THE IMPLEVENTATION OF
1. SITE DESCRIPTION: : THE MEASURES TNDICATED, IHE CONTRAGTOR. AND SUBCONTRACTORS, WIL. NOTIFY THE RESIOFNT ENGINEER OF LEAKING EQUIPMENT OR SUPPLIES SHALL BE IMMEDIATELY REFAIRED OR REMOVED FROM THE SITE.
' ' B R D SN R B ieloos B el SIS S
b THE FOLLOWING 15 A DESCRITION GF THE PROVECT LOCATION RIS 1 b RN O CONPERORGE A AR A P o TS P
THE PROPOSED PROJECT BEGINNING IS LOCATED IN THE CITY OF GODFREY IN MADISON A. EROSION AND SEDIMENT CONTROL SHUTDOWN PERIOD. THE PROJECT SHALL ADDITIONALLY BE INSPECTED BY THE CONSTRUCTION FIELD ENGINEER ON A
T pp A OIEC T CONTRGUES NORTH FOR 3.168 MILES TO THE COUNTY BORDER OF BI-WEEKLY BASIS TO DETERMINE THAT EROSION CONTROL EFFORTS ARE IN PLACE AND EFFECTIVE AND IF OTHER
. L STABILIZED PRACTICES: PROVIDED BELOW IS A DESCRIPTION OF INTERIM AND PERMANENT STABILIZATION EROSION CONTROL WORK IS NECESSARY.
PRACTICES, INCLUDING SITE SPECIFIC SCHEDULING OF THE IMPLEMENTATION OF THE PRACTICES. SITE PLANS
WILL ENSURE THAT EXISTING VEGETATION IS PRESERVED WHERE ATTAINABLE AND DISTURBED PORTIONS OF THE
SITE WILL BE STABILIZED, STABILIZATION PRACTICES MAY INCLUDE BUT ARE NOT LIMITED TO: TEMPORARY () SEDIMENT COLLECTED DURING CONSTRUCTION OF THE VARIOUS TEMPORARY EROSION CONTROL SYSTEMS SHALL BE DISPOSED
SEEDING, PERUANENT- SEEDING, MOLCAING. GEOTEXTILES, SODDING. VEGETATIVE BUFFER STRIPS. PROTECTION OF OF ON THE SITE ON A REGULAR BASIS AS DIRECTED BY THE ENGINEER.
Iy Ao A, STASTLIZATION MEASUAES SIALL s TNITIATED AS Sooh s PRacTicaLE I - "
B. THE FOLLOWING IS A DESCRIPTION OF THE CONSTRUCTION ACTIVITY WHICH IS THE SUBJECT OF THIS PLAN: a
DESCRIPTION OF CONSTRUCTION ACTIVITY: RS e e T ’D R T S LY O oy MANENTLY, CEASED, BUT IN (n) THE TEMPORARY EROSION CONTROL SYSTEMS SHALL BE REMOVED AS DIRECTED BY THE ENGINEER AFTER USE IS NO LONGER NEEDED
- TEMPORARILY OR PERMANENTLY CEASED ON ALL DISTURBED PORTIONS OF THE SITE WHERE CONSTRUCTION WILL NOT gsogloo;og:&&gtmpcgmlﬂgg& THE COST OF THIS REMOVAL SHALL BE INCLUDED IN THE UNIT BID PRICE FOR THE RESPECTIVE
1. THE PROPOSED PROJECT CONSISTS OF CONSTRUCTING 3.168 MILES OF 4 LANE DIVIDED OCCUR FOR A PERIOD OF 21 OR MORE CALENDAR DAYS. L
HIGHWAY FOR FAP ROUTE 310 (US 67).
Q. WHERE THE INITIATION OF STABILIZATION MEASURES BY THE 14TH DAY AFTER CONSTRUCTION ACTIVITY
2. CONSTRUCTION CONSISTS OF EARTHWORK, DITCHES, CULVERT, PAVEMENT, UNDERDRAINS AND TEMPORARILY OR PERMANENTLY CEASES IS PRECLUDED BY SNOW COVER, STABILIZATION MEASURES SHALL BE
OTHER MISCELLANEOUS WORK TO COMPLETE THE PROPOSED ROADWAY. INITIATED AS SOON AS PRACTICABLE THEREAFTER.

THE FOLLOWING STABILIZATION PRACTICES WILL BE USED FOR THIS PROJECT:
(CHECK ALL THAT APPLY)

® PRESERVATION OF MATURE VEGETATION B EROSION CONTROL BLANKET / MULCHING

C. THE FOLLOWING IS A DESCRIPTION OF THE INTENDED SEQUENCE OF MAJOR ACTIVITIES WHICH WILL DISTURB O VEGETATED BUFFER STRIPS O SODDING
SOILS FOR MAJOR PORTIONS OF THE CONSTRUCTION SITE, SUCR AS GRUBBING, EXCAVATION AND GRADING: ® PROTECTION OF TREES 0 GEOTEXTILES
® TEMPORARY EROSION CONTROL SEEDING
T E_INTEN NCE FOR M NSTRUCTION ACTIVITIES WHICH W T E O TEMPORARY TURF (SEEDING, CLASS 7)
MAJOR PORTIONS OF THE CONSTRUCTION SITE: B PRV SeETNRC O OTHER (SPECIFY) -

. TRAE'g ?Ego\éﬁ_LT\;{ILL BAEN C%M:ngggsTgFC%EEAERSAPPROXIMATELY 2629 UNITS (INCH DESCRIBE HOW THE STABILIZATION PRACTICES LISTED ABOVE WILL BE UTILIZED
DIAMETER) EES AND 9. - AT THE BEGINNING OF CONSTRUCTION

2. EXCAVATION WILL BE COMPLETED ALONG THE ENTIRE LENGTH OF THE JOB TO GRADE

OUT FOR PROPOSED ROADWAY DITCHES 1. THE DRAWINGS, SPECIFICATIONS AND SPECIAL PROVISIONS WILL ENSURE THAT EXISTING VEGETATION IS PRESERVED
WHERE ATTAINABLE AND DISTURBED PORTIONS OF THE SITE WILL BE STABILIZED. STABILIZATION PRACTICES INCLUDE:
3. BOX CULVERTS WILL BE EXTENDED DURING CONSTRUCTION OF THE EXCAVATION AND
EMRANKEERT T0 ALLOW Fan PROFER DRANAGE. TEMPORARY SEEDING, PERMANENT SEEDING, MULCHING, PROTECTION OF TREES, PRESERVATION OF MATURE VEGETATION,
AND OTHER APPROPRIATE MEASURES AS DIRECTED BY THE ENGINEER. STABILIZATION MEASURES SHALL BE INITIATED
4. PLACEMENT, MAINTENANCE, REMOVAL AND PROPER CLEAN-UP OF TEMPORARY EROSION AS SOON AS PRACTICABLE IN PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITIES HAVE TEMPORARILY OR
CONTROL SUCH AS EROSION CONTROL FENCE, TEMPORARY DITCH CHECKS, TEMPORARY PERMANENTLY CEASED, BUT IN NO CASE MORE THAN 7 DAYS AFTER THE CONSTRUCTION ACTIVITY IN THAT PORTION OF

SEEDING, ETC.

THE SITE HAS TEMPORARILY OR PERMANENTLY CEASED.
5. PLACEMENT OF PERMANENT EROSION CONTROL, SUCH AS RIPRAP DITCH LININGS AND

CULVERT LININGS, EROSION CONTROL BLANKET, SEEDING, ETC. (a.} AREAS OF EXISTING VEGETATION (WOOD AND GRASSLANDS) OUTSIDE THE PROPOSED CONSTRUCTION LIMITS SHALL BE
IDENTIFIED BY THE ENGINEER FOR PRESERVING AND SHALL BE PROTECTED FROM MOWING, BRUSH CUTTING, TREE REMOVAL
6. FINAL GRADING, RESURFACING AND OTHER MISCELLANEOUS ITEMS. AND OTHER ACTIVITIES WHICH WOULD BE DETRIMENTAL TO THEIR MAINTENANCE AND DEVELOPMENT.

(b.) DEAD, DISEASED, OR UNSUITABLE VEGETATION WITHIN THE SITE SHALL BE REMOVED AS DIRECTED BY THE ENGINEER,
ALONG WITH REQUIRED TREE REMOVAL.

(c.) As SooN As REASONABLE ACCESS IS AVAILABLE (SUCH AS TREES CLEARED) TO ALL LOCATIONS WHERE WATER DRAINS
THE PROJECT, TEMPORARY DITCH CHECKS, INLET AND PIPE PROTECTION, AND PERIMETER EROSION BARRIER
D. THE TOTAL AREA OF THE CONSTRUCTION SITE IS ESTIMATED TO BE 143.9 ACRES. THE TOTAL AREA OF THE SITE SHALL BE INSTALLED AS CALLED OUT IN THIS PLAN AND DIRECTED BY THE ENGINEER.

THAT IS ESTIMATED WILL BE DISTURBED BY EXCAVATION, GRADING OR OTHER ACTIVITIES IS 116.8 ACRES. (d.) BARE AND SPARSELY VEGETATED GROUND IN HIGH ERODIBLE AREAS AS DETERMINED BY THE ENGINEER SHALL BE
TEMPORARILY SEEDED AT THE BEGINNING OF CONSTRUCTION WHERE NO CONSTRUCTION ACTIVITIES ARE EXPECTED
WITHIN SEVEN DAYS.
E. THE FOLLOWING IS & WEIGHTED AVERAGE OF THE RUNOFF COEFFICIENT FOR THIS PROJECT AFTER CONSTRUCTION

(e.) IMMEDIATELY AFTER TREE REMOVAL IS COMPLETED IN CERTAIN AREAS WHICH ARE HIGHLY ERODIBLE AS DETERMINED BY THE
ACTIVITIES ARE COMPLETED: 0.7 ENGINEER, THE AREAS SHALL BE TEMPORARILY SEEDED WHEN NO CONSTRUCTION ACTIVITIES ARE EXPECTED WITHIN SEVEN DAYS.
(f.) AT LOCATIONS WHERE A SIGNIFICANT AMOUNT OF WATER DRAINS INTO THE CONSTRUCTION ZONE FROM OUTSIDE AREAS
F gEgAgg%l'igleﬁglF%SEéo[s)fvslgfvPTISQINR(?NFGHTUP:?ESTSO}RLOZ?TBF? :IV(I)DUNN[I)A!%%ET?%L?R&J)E&T S}ER%SFI((%!&L%EDW%EIRNFE(%%‘}ELOY‘}S (ADJACENT LANDOWNERS), TEMPORARY DITCH CHECKS WILL BE UTILIZED TO LOCALLY DIVERT WATER, REDUCE FLOW
A HAZARD IN THE CULTIVATED AREAS FOR THE STRONGHURST AND ROZETTA SILT LOAM, RATES, AND COLLECT OUTSIDE SILTATION INSIDE THE RIGHT-OF-WAY LINE.

ESTABLISHMENT OF THESE TEMPORARY EROSION CONTROL MEASURES WILL HAVE ADDITIONAL BENEFITS TO THE PROJECT.
DESIRABLE GRASS SEED WILL BECOME ESTABLISHED IN THESE AREAS AND WILL SPREAD SEEDS ONTO THE CONSTRUCTION
SITE UNTIL PERMANENT SEEDING/MOWING AND OVERSEEDNG CAN BE COMPLETED.

DURING CONSTRUCTION

& HI‘E Eglﬂ%‘%gﬂ[‘:@ﬁg\l As;_%%qé%mggéogrcFEP?TvﬂgﬁA'é(L;Iqé%ﬁ%ﬁGAT;%Q%H%%SU%%IAINE[? !&J?Hggﬂigp'é%‘i%m WHILE 1. DURING CONSTRUCTION, AREAS OUTSIDE THE CONSTRUCTION LIMITS AS OUTLINED PREVIOUSLY HEREIN SHALL BE
TRAFFIC IS ON THE EXISTING ALIGNMENT. PROTECTED. THE CONTRACTOR SHALL NOT USE THIS AREA FOR STAGING (EXCEPT AS DESCRIBED ON THE PLANS AND

DIRECTED BY THE ENGINEER), PARKING OF VEHICLES OR CONSTRUCTION EQUIPMENT, STORAGE OF MATERIALS, OR
OTHER CONSTRUCTION RELATED ACTIVITIES.

(@.) WITHIN THE CONSTRUCTICN LIMITS, AREAS WHICH MAY BE SUSCEPTIBLE TO EROSION AS DETERMINED BY THE ENGINEER

H. THE FOLLOWING IS A DESCRIPTION OF SOIL DISTURBING ACTIVXTIES THEIR LOCATIONS, AND mgm EROSIVE SHALL REMAIN UNDISTURBED UNTIL FULL SCALE CONSTRUCTION IS UNDERWAY TO PREVENT UNNECESSARY SOIL EROSION. ILLINOIS DEPARTMENT OF TRANSPORTATION
FAﬁTgRs (E.G. STEEPNESS OF FSIE'OPES vll_ENGTH OFF SLOPES, ETC): STEEPNESS OF SLOPES -~ THE
CONSTRUCTION OF PROPOSED FAP 310 WHILE TRAFFIC IS ON THE EXISTING ALIGNMENT IN STAGE L tb.) EARTH STOCKPILES SHALL BE TEMPORARILY SEEDED IF THEY ARE TO REMAIN UNUSED FOR MORE THAN FOURTEEN DAYS. STORM WATER POLLUTION
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